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Technical Description:
- Dual-Processor Architecture
- Dedicated Application Processor (CODESYS 3.5 Programmable)
- Embedded Obelix Safety Processor
- Real Time Clock (RTC)
- Non-volatile Parameter Memory
- AS4871 - compliant battery (for parameter memory and RTC)
- 2 x Ethernet Ports (ETH0 / ETH1)
- 4 x CAN Field Bus (CAN A / CAN B / CAN C / CAN D)
- 3 x RS-422 Field Bus 
- 2 x RS-232 Field Bus
- 16 x Digital Inputs (24VDC)

© Pempek © Pempek 1985 – 20211985 – 20211985 –

Pempek Systems Pty Ltd ACN 622 172 721 (Pempek) is the owner of all intellectual property rights subsisting in all of its products, software and hardware, as well as all product information contained in this document (including without limitation in 
respect of all copyright, designs and know-how). Your use of Pempek’s products and intellectual property is strictly subject to: Pempek’s Licence Terms and Conditions, which are accessible here: 
https://pempek.com.au/terms-and-conditions/#PempekIntellectualPropertyLicenceAgreement

Pempek’s Product Terms and Conditions are accessible here: https://pempek.com.au/terms-and-conditions  By requesting Pempek to provide its products and services to you, or by continuing to use Pempek’s products and services, you confirm your 
acceptance of the terms and conditions specified above. You agree and acknowledge that these terms form a legally binding agreement between you and Pempek. Pempek reserves the right to amend its terms and conditions at any time. 


	Sheet1
	Drawing View1
	Drawing View5
	Drawing View6
	Drawing View7


